West Texas Irrigation  Ranking Criteria

Ranking Criteria
Points








Irrigation Practices to be considered: 








Convert surface irrigation or antiquated high pressure 



sprinkler systems to LEPA center pivot. 


 75

Convert surface irrigation or antiquated high pressure



sprinkler systems to micro irrigation. 
  75

Convert surface irrigation or antiquated high pressure



sprinkler systems to LESA center pivot. 
  70

Convert surface irrigation or antiquated high pressure 



sprinkler systems to LPIC center pivot.



 65

Convert surface irrigation or antiquated high pressure

           


sprinkler systems to MESA center pivot. 


 60


Convert LESA, LPIC, or MESA center pivot to micro-




Irrigation







 40

APPLICANT:    ____________________
DATE:   ________________

LEPA – Low Energy Precision Application. Land slope <1% on more than 50% of field. Drop heights not to exceed 18 inches. Applicable only to row crops in circle.
LESA – Low Elevation Spray Application. Land slope <3% on more than 50% of field. Drop heights not to exceed 18 inches.
LPIC – Low Pressure in Canopy Application. Land slope <3% on more than 50% of field. Drop heights generally range from 12 to 36 inches from ground, depending on crop.
MESA – Mid-Elevation Spray Application. Drop heights typically 3 to 7 feet above ground with water applied above the crop.

1 If multiple methods are needed to treat the acres in this application, points will be awarded based on the lowest point treatment.

Antiquated high pressure sprinkler systems are defined as sideroll, hand move or big gun systems or any system that requires an operating nozzle pressure greater than 25 p.s.i (Pounds per square inch).
